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INSERTS FOR THE INTERIOR OF THE TUBES | CROWN - NUT

Crown - nut

SERIE ITT2T

APPLICATION

At the end of square metallic and non-metallic tubes.

ASSEMBLY
By pressure.
FLANGE INSERT FOR THE INTERIOR
OF ROUND TUBES
PRODUCT CODE Metric thread of the tube Crown diameter Total length diZZ:gZ)n

s“ R™ (d1) (d2¥) (d3) () (d4)
[ ITT2T/M 8/14.8 14,8 + 16,1 17,0 19
L] ITT2T/M 8/16.4 16,4+17,7 18,7 19
® ITT2T/M 8/17.9 17,9+19,3 19,7 22
® ITT2T/M 8/18.9 18,9 +20,2 21,0 22
L ITT2T/M 8/19.5 19,5+20,9 21,6 22
[ ITT2T/M 8/21.4 21,4+224 23,5 25
® ITT2T/M 8/22.1 22,1+234 24,6 25
L ITT2T/M 8/22.7 M8 22,7 +24,0 254 26 25
® ITT2T/M 8/24.6 24,6 ~25,6 26,5 28
[ ITT2T/M 8/25.3 25,3 +26,6 27,6 29
L ITT2T/M 8/26.0 26,0 +28,0 28,9 30
® ITT2T/M 8/28.4 28,4+29,8 30,8 32
® ITT2T/M 8/31.7 31,7 +329 33,7 35
® ITT2T/M 8/34.8 34,8 + 36,1 371 38
® ITT2T/M 8/56.0 56,0 +58,0 59,9 60
5™ R™

standard on demand

Non binding dimensions, expressed in mm.
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PRODUCT CODE Metric thread of the tube Crown diameter | Total length dif",‘;';f;n
s* R™ (d1) (d2%) (d3) (L) (d4)
° ITT2T/M 10/18.9 189 +202 216 22
° ITT2T/M 10/21.4 214+224 235 25
° ITT2T/M10/22.7 22,7+ 24,0 254 25
° ITT2T/M10/24.6 24,6+ 256 26,5 28
) ITT2T/M 10/26.0 M 10 26,0 + 28,0 289 26 30
° ITT2T/M 10/28.4 28,4 +298 30,8 32
° ITT2T/M 10/31.7 31,7+32,9 337 35
° ITT2T/M 10/34.8 34,8 + 36,1 37,1 38
° ITT2T/M 10/36.0 36,0 + 38,0 39,0 40
s R
standard on demand
MATERIAL

Acciaio | Steel
« EXAMPLE OF CODE DESIGNATION
2-crowns flange insert for round tubes, M 8 thread, internal diameter 20,5 mm: ITT2T/M 8/19.5

* It is advisable to carry out some preliminary assembling tests in order to determine the best product.

After the insertion of the Crown - nut do avoid heat treatments, galvanization and other heating operations that might compromise the characteristics of the product.
For proper use it is suggested to use a locknut for the pin.
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